I3\ KRANZLE IN-LINE PISTON PUMP

THE NEW LX-SERIES

B NEW: Kranzle In-line Piston Pump
with integrated unloader valve and pressure switch

B Total-stop-system with delayed motor cut-off,
improves seal life-span and reduces power consumption

B Pressure regulation, allows operating pressures
to be set to suit any task

B Quick-release fittings, for simple and quick lance changes
B 75 m power lead

B Hose drum with 20 m steel braided high-pressure hose
B |ocking brake

Technical specifications

Kanzle

LX 1400 TST LX 1600 TST

Operating pressure adjustable bar / MPa 30-190 30-160 30-150
Max. admissible overpressure bar / MPa 210/ 21 180 /18 170 /17
Connected load V/~/Hz /A 400/3/50/14.4 400/3/50/14.4 400/3/50/14.4
Power intake / Power output kW kw 8.0 6.3 8.0 6.3 8.0 6.3
Motor speed Rpm 1440 1440 1440
Water output I/min  1/h 19 1140 22 1320 26 1560
Dimensions Lx W x H mm 735/580 /1020 735/580 /1020 735/580 /1020
Weight kg 100 100 100
Steel braided high-pressure hose m 20 NW 10 20 NW 10 20 NW 10
Trigger gun with safety catch Model Starlet Starlet Starlet
Stainless steel lance with flat jet nozzle Nozzle size 12420-06 12420-08 12420-1
Ord.no. 409020 409000 409010 °
* Ordable from June 2019

Krénzle 2019 - Version Bauma 2019, Subject to technical modifications..
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